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Foreword 

Development of the East African Standards has been necessitated by the need for harmonizing requirements 
governing quality of products and services in the East African Community. It is envisaged that through harmonized 
standardization, trade barriers that are encountered when goods and services are exchanged within the 
Community will be removed.  

The Community has established an East African Standards Committee (EASC) mandated to develop and issue 
East African Standards (EAS). The Committee is composed of representatives of the National Standards Bodies 
in Partner States, together with the representatives from the public and private sector organizations in the 
community.  

East African Standards are developed through Technical Committees that are representative of key stakeholders 
including government, academia, consumer groups, private sector and other interested parties. Draft East African 
Standards are circulated to stakeholders through the National Standards Bodies in the Partner States. The 
comments received are discussed and incorporated before finalization of standards, in accordance with the 
principles and procedures for development of East African Standards.  

East African Standards are subject to review, to keep pace with technological advances. Users of the East African 
Standards are therefore expected to ensure that they always have the latest versions of the standards they are 
implementing. 

The committee responsible for this document is Technical Committee EASC/TC 031, Waste management. 

Attention is drawn to the possibility that some of the elements of this document may be subject of patent rights. 
EAC shall not be held responsible for identifying any or all such patent rights. 
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Introduction 

Marine environment is intended to cover, in addition to the sea and oceans, creeks and tidal waters. Within 
the estuarine region, the marine environment will extend up to the low tide level; water above that point will fall 
in the region of inland surface waters. Pollution of marine coastal areas with sewage, effluents and wastes 
from the hinterland and from ships is vital problem associated with industrial development, growth of coastal 
towns and navigational activities in ports and harbours. This standard is being published in order to prevent 

such pollution, and to preserve the quality of marine coastal waters for bathing and recreation, propagation of 
fish and other marine life, salt manufacture, boating and navigation, commercial fishing, transport and 
dispersion of wastes, seaweed farming and aesthetic enjoyment. 

Plastic pollution and marine plastic litter are significant environmental concerns in marine and coastal areas, with 
potential adverse impacts on marine ecosystems, wildlife and human activities. Their prevention and effective 
management are important for the protection and sustainable use of the marine and coastal environmentThe 
considerations for the regulations for disposing of wastes into the marine coastal areas and for determining 
the urgency for terminating disposal operations should include the following: 

a) present and future impact on the marine environment, human health, welfare and amenities, 
b) irreversibility of the impact of uncontrolled discharges, 
c) quality and quantity of pollutants involved, and 
d) location of disposal point, that is, length of pipeline, and its depth, and potential impact of the 
location relative to the uses of the receiving water. 

 

High priority should be given to protecting the ecologically sensitive areas such as sea bed and the near-
shore areas in which many marine organisms breed and spawn. 
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Controlling pollution of coastal zone ─ Requirements 

Scope 

This Committee Draft East African Standard specifies the requirements for controlling pollution of  coastal zone 
caused by discharge of sewage, effluents and other wastes from the hinterland and from marine vessels .  

This standard does not apply to waste disposal on the high sea.  

2 Normative references 

The following documents are referred to in the text in such a way that some or all of their content constitutes 
requirements of this document. For dated references, only the edition cited applies. For undated references, the 
latest edition of the referenced document (including any amendments) applies 

ISO 5667-9, Water quality — Sampling — Part 9: Guidance on sampling from marine waters  

ISO 5667-16, Water quality — Sampling — Part 16: Guidance on biotesting of samples  

ISO 8199, Water quality — General requirements and guidance for microbiological examinations by culture 

 ISO 9308-2, Water quality — Enumeration of Escherichia coli and coliform bacteria — Part 2: Most probable 
number method  

ISO 17289, Water quality — Determination of dissolved oxygen — Optical sensor method  

ISO 20042, Measurement of radioactivity- Gamma- ray emitting radionuclides-General test method using gamma-
ray spectrometry  

ISO 7887, Water quality – Examination and determination of colour  

ISO 10523, Water quality — Determination of pH  

ISO 11969, Water quality — Determination of arsenic — Atomic absorption spectrometric method (hydride 
technique)  

ISO 5815-2, Water quality — Determination of biochemical oxygen demand after n days (BODn) — Part 1: Dilution 
and seeding method with allylthiourea addition 
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3 Terms and definitions 

For the purposes of this document, terms and definitions found in ISO 24161:2022 Waste collection and 
transportation management—Vocabulary and the following terms and definitions apply. 

 

3.1 effluent 

sewage, water or other liquid, partially or completely treated, or in its natural state, as the case may be, flowing 
out of a reservoir, basin, or treatment plant or part thereof. 

 

 

3.2 coastal zone 

 
geomorphological area on either side of the shoreline in which marine and terrestrial systems interact, including 
areas under the national jurisdiction of the respective Partner State. 

 

4 Requirements 

4.1 General requirements   

Discharges given below shall be prohibited in marine coastal areas except under specified safeguards 
prescribed by the competent authority  

a. Uncontrolled and untreated discharge of night soil, sewage and industrial effluents 
 

b.  solid wastes of domestic or industrial origin; 
c.  radioactive effluents and radioactive solid wastes;  

 

 
d.  sand, gravel washings and water containing heavy clay suspensions or ash; 
e. unscreened organic suspended solids larger than 3 mm in diameter; and 

 
f. solid wastes and night soil from marine vessels  

 

g. oil and oily discharges from marine vessels, pipelines, refineries and other oil-handling facilities. 

 

 

 
 
 

4.2 Specific requirements  

Discharge pipe shall extend far enough to release wastewater where the water depth is at least 1m during low 
tide. 
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4.2..1 Tolerance limits for water quality after receiving discharges  

4.2.2.Effluent discharge shall not be permitted if the composition of water in the marine coastal area exceeds 
tolerance limits for different uses prescribed in Table 1.  

 

Table 1: Tolerance limits for water quality after receiving discharges 

 

S. No. Characteristic Tolerance limits Method of test 

Bathing, 
Recreation, Shell 

Fish and 
Commercial Fish 

Culture, and Salt 
Manufacture 

Harbour Water 

I. Colour No noticeable 
colour 

No noticeable 
colour 

ISO 
7887 

II. Odour No noticeable 
offensive odour 

No noticeable 
offensive odour 

Annex B 

III. Floating material No visible floating 
matter of sewage 
or industrial waste 
origin 

No visible 
floating matter 

Annex A 

IV. Suspended solids No visible 
suspended solids 
of sewage or 
industrial waste 
origin 

-  Annex A 

V. pH value 6.5 to 8.5 6.5 to 9.0 ISO 10523 

VI. Free ammonia (as N), 
mg/L, Max 

 10  - ISO 11905-1 

VII. Phenolic compounds (as 
C2H5OH) mg/L, Max 

0.1 0.5   ASTM D 1783-01 

ISO 14402 

ISO 6439 

VIII. Dissolved oxygen, Min 40 percent 
saturation value 
or 3 mg/L 

3mg/L ISO 17289 

IX. Pesticides (chlorinated 
hydrocarbons) (as Cl-), 
mg/L, Max 

0.002 - *** 

X. Arsenic (as As) mg/L, Max 0.2 
 

- ISO 11969 

XI. Mercury (as Hg), mg/L,Max 0.0003 - *** 

XII. Oil and greasy substances 
(sampled in 30 cm surface 
layer), mg/L, Max 

0.1 10  

XIII. Biochemical Oxygen 5 5 ISO 5815-2 
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Demand (5 days at 200C) 

XIV. Coliform bacteria, MPN 
index per 100 mL, Max 

1000 2500 ISO 9308-2 

XV. Bio- assay test Not less than 90 
percent of test 
animals shall 
survive in 96- 
hour test 

  

     

 

4.2.2 Radioactive Emitters — while no limits are being prescribed for the gross content of alpha and beta 
emitters in the marine coastal waters, it should be kept in mind that the concentration of some radioisotopes 
shall not be allowed to exceed maximum permissible levels if the water is used for shell fish culture, 
commercial fish culture and salt manufacture. These values are given in Table 2. 

Table 2: Values for Radioactive Emitters 

 

S.NO RADIOISOTOPE MAXIMUM PERMISSIBLE 
CONCENTRATION 

µCi/mL 

Method of test 

i. Phosphorus 32 2 × 10-2  

 

 

 

 

 

 

 

 

ISO 20042 

ii. Sulphur 35 3 × 1 0-4 

iii. Chromium 51 4 × 10-5 

iv. Iron 59 5 × 10-6 

v. Nickel 63 2 × 10-5 

vi. Zinc 65 4 × 10-6 

vii. Strontium 89 3 × 10-6 

viii. Strontium 90 3 × 107 

ix. Zirconium 95 1 × 10-6 
x. Ruthenium 106 2 × 10-7 

xi. Silver 110 5 × 10-9 

xii. Iodine 131 4 × 10-6 

xiii. Caesium 134 9 × 10-7 

xiv. Caesium 137 2 × 10-8 

xv. Barium 140 3 × 10-1 

xvi. Cerium 144 1 × 10-1 

xvii. Radium 226 3 × 10-8 

xviii. Radium 228 8 × 10-8 

xix. Natural uranium 2 × 10-6 
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5 Sampling  

5.1 For Coliform Bacteria Test — Representative samples shall be drawn as prescribed in ISO 8199  

5.2 For Bio-assay Test — Representative samples shall be drawn as prescribed in ISO 5667-16  

5.3 For Other Tests — Representative samples for the other tests given under Table 1 shall be drawn as 
prescribed in ISO 5667-9 

 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Annex A 
(Normative) 

                                            Determination of non-filterable residue (total suspended solids) 
 
 
 
A.1 Principle   
Non-filterable residue is determined by passing the sample through a weighed filter and drying the  
filter at 103-105°C or 179-181°C. Non-filterable residue is calculated from the increase in mass of the  
filter.  
A.2 Apparatus  
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A.2.1   
Filters — One of following may be used.  
a) gooch crucible — 30 ml capacity with 2.1, 2.4 or 5.5 cm diameter (pore size 1.2 μm) glass fibre  
filter disc. ( Whatman GF/C or equivalent);  
b)  crucible — Porous-bottom silica, sintered glass, porcelain, stainless steel or Alundum crucible  
with a maximum pore size of 5 μm;  
c)  glass fibre filter disc — (Whatman GF/C or equivalent) 2.1 to 5.5 cm in diameter, pore size   
1.2 μm;   
d)  filtering apparatus — Depending on type of filter used;  
e)  drying oven - With a thermostatic control for maintaining; temperature up to 180 ± 2°C;  
f) desiccator — Provided with a colour indicating desiccant; and  
g) analytical balance — 200 g capacity and capable of weighing to nearest 0.1 mg. 
 
A.3 Procedure  
A.3.1 Preparation of Glass Fibre Filter Disc  
Place the glass fibre filter on the membrane filter apparatus or insert into bottom of a suitable Gooch  
crucible with wrinkled surface up. While vacuum is applied, wash the dish with three successive 20 ml  
volumes of distilled water. Remove all traces of water by continuing to apply vacuum after water has  
passed through. Remove filter from membrane filter apparatus ( or both crucible and filter, if Gooch  
crucible is u s e d ) and dry in an oven at 103-105°C for 1 hour. Transfer to a desiccator and weigh  
after half an hour. Repeat the drying cycle until a constant mass is obtained ( mass loss is less than  
0.5 mg in successive weighings ). Weigh immediately before use. After weighing, handle the filter or  
crucible filter with forceps or tongs only.  
A.3.2 If determinations are to be carried out at 180°C then the filter or crucible/filter shall be dried at  
180°C.  
NOTE 1: If fixed non-filterable residue is to be determined subsequently then silica, Alundum or  
porcelain filters should be used. These should be heated to 550°C in the furnace for at least 30  
minutes, cooled in the desiccator and weighed. 
 
A.3.3 Sample volume - In potable waters non-filterable residue is usually small. Relatively large  
volume of water is passed through filter so as to obtain at least 2.5 mg residue. For deciding volume  
to be taken, turbidity values may be taken into consideration. If turbidity values of a sample is less  
than 50 units, filter 1 litre sample and if turbidity value exceeds 50units, filter sufficient sample so that  
non-filterable residue is 50 to 100 mg.  
A.3.4 Assemble the filtering apparatus and begin suction. Wet the filter with a small volume of  
distilled water to seat it against the fitted support.  
A.3.5 Shake the sample vigorously and quantitatively transfer the predetermined sample volume  
selected according to A.3.3 to the filter using a graduated cylinder. Remove all traces of water by  
continuing to apply vacuum after sample has passed through.  
A.3.6 With suction on, wash the graduated cylinder filter non-filterable residue with portions of  
distilled water allowing complete drainage between washings. Remove all traces of water by  
continuing to apply vacuum after the wash water has passed through.  
A.3.7 After filteration, transfer the filter along with contents to an oven maintained at either 103-105°C  
or 179-181°C for at least 1 hour. Cool in a desiccator and weigh. Repeat the drying cycle till constant  
mass is obtained. Alternatively, remove crucible and filter from crucible adapter, wipe dry from outside  
with filter paper and dry at 103-105°C or 179-181°C in an oven. Cool in a desiccator and weigh.  
Repeat the drying cycle till constant mass is obtained. 
 
A.4 Calculation   
Calculate the non-filterable residue from the following equation:  
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                             Non−filterable residue,mg/L = 1000M 
                                                          

Non − filterable residue, mg/L =
1000M

V
 

 
                           
where,  
M = mass in mg of non-filterable residue  
V = volume in mL of the sample  
 
A.5 Report   
Report in whole numbers for less than 100 mg/L and to three significant figures for higher values.  
Report the temperature of determination.  
A.6 Precision and accuracy  
Precision of the method is about 5 percent. Accuracy cannot be estimated because the non-filterable  
residue as determined by this method is a quantity defined by the procedure followed. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Annex B 
(Normative) 

Determination of odour 
B.1 Preparation of apparatus  
Thoroughly clean the required number of wide-mouth glass-stoppered bottles of about one litre  
capacity. Rinse them with hydrochloric acid and render them completely odourless by repeated  
washing with odour free distilled water, which can be prepared by passing distilled water through a  
column of granulated activated carbon.  
B.2 Procedure  
B.2.1  As soon as possible after collection of sample, fill a bottle (cleaned as in B.1) half-full of  
sample, insert the stopper, shake vigorously for 2 to 3 s and then quickly observe the odour. The  
sample taken for observation of odour shall be at room temperature.  
B.2.2  When it is desired to record the odour at an elevated temperature, make the observation after  
warming the sample in a clean stoppered bottle to about 60°C.  
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B.3 Interferences and precautions  
B.3.1 The lab area used for testing should be clean and free from interfering odours. A room  
equipped with activated carbon filtered inlet air is ideal. Sample preparation and testing should be  
carried out in separate rooms.  
B.3.2 Testers should not smoke, drink (except water) or eat food of pronounced taste before 30  
minutes and during the test.  
B.3.3  Testers should not use products that have strong smell such as body lotions, shaving creams,  
cosmetics, deodorants etc. on the day of the test.  
B.3.4  Tester should not suffer from any ailment affecting perception of smell such as fever, cold,  
sinusitis etc.  
B.3.5  Prolonged testing leads to olfactory fatigue. Thus taking adequate breaks is important.  
Frequent rest periods in fresh odour free air is required, preferably after 15 minutes of testing. 15  
minutes is an average; the duration of testing depends on the intensity of odour.  
B.3.6   
Colour and turbidity of samples often incite a bias in the testers. In such instances, external  
masking of flask by painting the flasks opaque or covering them with opaque paper is necessary.  
B.4 Report  
B.4.1 Report the true odour of the sample at the mouth of the bottle as rotten egg, burnt sugar,  
soapy, fishy septic, aromatic, chlorinous, alcoholic odour or any other specific odour. In case it is not  
possible to specify the exact nature of odour, report as agreeable or disagreeable. 
B.4.2 A suggested method of odour classification is shown in B.5  
B.5 Suggested odour classification  
The types of odours present in waste water vary widely. The type of odour shall be described by  
judging the degree of sweetness, pungency, smokiness and rottenness of the odour.  
If the characteristic being judged is high in intensity, rate that characteristic as ‘100’; if medium, rate it  
as ‘50’; and if low, rate it as ‘0’. 
 
NOTE 1: Intermediate ratings may be used but this practice is not recommended.  
The odour class can be established by comparison with the perception levels of odour characteristics  
shown in Table B.1. Thus, if an odour is rated as ‘100’ in sweetness, ‘50’ in pungency, ‘0’ in  
smokiness, and ‘50’ in rottenness, the odour should be described as ‘estery’ or ‘alcoholic’. Reference  
to the chemical types that produce these odours will guide the operator in determining whether the  
odour should be reported as ‘estery’ or alcoholic’. 
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